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Calculation of the unit measurements Aluminum Sliding Sectional Doors up to 560 cm opening width
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Required Space

Elementbreite

Anschlag
Eckumlenkung
(min. 130)

Lichte Breite 51
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Platzbedarf Wandseite unten = Lichte Breite + 330
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Lintel Installation

Ceiling Installation

Li
ch

te
 H

ö
h

e

El
em

en
th

ö
h

e

51

10
0

51
X

Li
ch

te
 H

ö
h

e

El
em

en
th

ö
h

e

Dimensions given in mm

Clear width in mm

Clear height in mm

Unit width in mm

Unit height in mm

Stop for deflection unit     Please transfer all measurements to the order form, page 3.

mm

Required space, upper wall side Clear width

3.585

4.120

5.410

6.750

– 2.500

2.501 – 3.000

3.001 – 4.320

4.321 – 5.620

Max. clear width 5.620

Max. unit width

Max. unit height

6.100

3.050

Floor Rails

Measurements
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Required space, lower wall side = clear width + 330

Clear width

(min. 130)

Stop for 
deflection unit

Unit width
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Testing of walls and floors

Wall Installation Types

51

Ideal Falsch Richtig RichtigFalschFalsch Richtig

Floor rails

Clear height, control of the floor incline

The mounting support for the floor rails must be straight.
If necessary, the floor rails must be supported underneath
with a lining or the floor must be leveled out.
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In Sturzhöhe messen.

For different mounting 
situations, please consult 
the manufacturer.

bis 1,5% Neigung o.k.
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Ideal situation 
"perpendicular wall"

Situation 1
"wall slopes inwards"

Situation 2
"wall slopes outwards"

Situation 3
"wall bulges"

Es muß unbedingt eine exakte Auslotung der Bodenschiene erfolgen!

Dimensions given in mm

Clear width, control of the turn radius

ideal correctwrong

It is essentially that the two guide rails are perfectly aligned (such that a line drawn between the two is perpendicular to the floor).

Clear width

Measure at lintel height

Up to 1.5% incline acceptable

x 100 = incline in %
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